
Your Partner in Connectivity™

PRODUCT BULLETIN
TM

Clark Wire & Cable™  408 Washington Blvd.  Mundelein, IL  60060  1-800-222-5348  847-949-9944  www.CLARKWIRE.com

Specifications subject to change without notice.  Please contact Clark Wire & Cable to verify current specifications.

Clark Wire & Cable™  408 Washington Blvd.  Mundelein, IL  60060  1-800-222-5348  847-949-9944  www.CLARKWIRE.com

Specifications subject to change without notice.  Please contact Clark Wire & Cable to verify current specifications.

Socapex Multi-Pin Power Assemblies  
Ruggedized Circular Power Connector for Lighting and Staging

19 Electrical Contacts

Locking Circular Ring

Extremely Rugged

Aluminum Shell

IP-67 Watertight  (when mated)

12AWG or 14AWG Conductors

14 or 19 Conductors

Part Number: X-PWC-(guage) / (number of conductors)-(length)-SPX
Description: Socapex Multi-Pin Lighting and Staging Power Cable Assembly
Options:   Guage:   12AWG or 14AWG

 Number of Conductors:   14 or 19
 Length:   Given in Feet
 
   

#AP401

Cable Type 12AWG - 14 C, 12AWG - 19C, 14AWG-14C, or 14AWG-19C Power Cable 
(Ozone, Sunlight, and Water Resistant)

Overall Jacket:  
Black

Connector Type (1) SSX 19-Pin Male and (1) SSX 19-Pin Female Connector Finish:  
Hard Anodized Black Aluminum

Components

Per formance Characteristics

DC Resistance

12 AWG Conductors:  1.7 Ω/Mft
14 AWG Conductors:  2.7 Ω/Mft


